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Prototype MAST Design Specification Form

To be filled out by the manufacturer and send to the Class Chief Measurer for prototype approval, together with all other items listed under step 2 in the Authorised Mast Manufacturer Procedural. Please fill in the white boxes.

Position of stations and description of values A, A1, B, C, C1, D, E, G, H, I, J, K ,L see Mast Design Specifications in the Class Rules. For prototype measurement only the half tolerances, as listed in the table below, are allowed.

	
	Station
	
	A
	
	B
	
	 A1
	
	C
	
	C1
	
	E
	
	G
	
	H
	
	I
	
	J
	
	K
	
	L
	

	Prototype Tolerances
	±0,5
	
	±1
	
	±0,5
	
	 ±1
	
	±1
	
	±1
	
	r ±1
	
	r ±2,5
	
	r max
	
	min
	
	max
	
	max
	
	Ø±0,5
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	-85
	
	-
	
	-
	
	-
	
	-
	
	-
	
	-
	
	-
	
	-
	
	-
	
	-
	
	-
	
	
	-

	
	-20
	
	28.1
	
	22.2
	
	-
	
	17.04
	
	11.08
	
	11.08
	
	38.8
	
	3
	
	3.5
	
	9
	
	15
	
	11
	

	
	0
	
	28,3
	
	22.3
	
	-
	
	17.10
	
	11.18
	
	11.15
	
	39.0
	
	3
	
	3.5
	
	9
	
	15
	
	11
	

	
	750
	
	34,3
	
	28.5
	
	-
	
	19.75
	
	14.52
	
	14.25
	
	48.0
	
	3
	
	3.5
	
	9
	
	15
	
	11
	

	
	1500
	
	40,3
	
	34.7
	
	-
	
	22.40
	
	17.87
	
	17.35
	
	57.0
	
	3
	
	3.5
	
	9
	
	15
	
	11
	

	
	2250
	
	46,3
	
	40.9
	
	-
	
	25.04
	
	21.21
	
	20.45
	
	66.0
	
	3
	
	3.5
	
	9
	
	15
	
	11
	

	
	3000
	
	52,3
	
	45.9
	
	-
	
	27.69
	
	24.56
	
	22.95
	
	74.9
	
	3
	
	3.5
	
	9
	
	15
	
	11
	

	
	3750
	
	58,2
	
	49.8
	
	-
	
	30.34
	
	27.90
	
	24.90
	
	83.9
	
	3
	
	3.5
	
	9
	
	15
	
	11
	

	
	3840
	
	59,0
	
	50.0
	
	-
	
	30.66
	
	28.31
	
	25.00
	
	85.0
	
	3
	
	3.5
	
	9
	
	15
	
	11
	

	
	4220
	
	62,0
	
	50.5
	
	-
	
	32.00
	
	30.00
	
	25.25
	
	85.0
	
	3
	
	3.5
	
	9
	
	15
	
	11
	

	
	4240
	
	52,2
	
	50.5
	
	50,1
	
	20.40
	
	29.70
	
	25.25
	
	83.4
	
	3
	
	-
	
	-
	
	-
	
	-
	

	
	4500
	
	55,5
	
	55.9
	
	52,2
	
	21.48
	
	30.76
	
	27.95
	
	63.0
	
	3
	
	-
	
	-
	
	-
	
	-
	

	
	4830
	
	59,7
	
	62.9
	
	55,0
	
	22.86
	
	32.11
	
	31.45
	
	37.1
	
	3
	
	-
	
	-
	
	-
	
	-
	

	
	4895
	
	60,5
	
	64.0
	
	55,5
	
	23.13
	
	32.37
	
	32.00
	
	-
	
	3
	
	-
	
	-
	
	-
	
	-
	

	
	5270
	
	51,8
	
	51.9
	
	50,9
	
	24.75
	
	25.98
	
	25.95
	
	-
	
	-
	
	-
	
	-
	
	-
	
	-
	

	
	5345
	
	50,0
	
	50.0
	
	50,0
	
	25.00
	
	25.00
	
	25.00
	
	-
	
	-
	
	-
	
	-
	
	-
	
	-
	


Manufacturer’s ID number on the mast (if any):


Name of company:




Date:
 Signature:


IECU











